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CRAWLER DRILLS

WHERE EXPERIENCE COUNTS



CRAWLER DRILLS

1100-ED

PCR200
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900-ESII 1000-EDSII

Standard equipment (Where applicable - some items are not available on some products)

CABIN

Heated, air-suspended seat

CABIN

Rear and side view cameras

Heating and air-conditioning (5kW) Vacuum cleaner with attachments

First-aid kit Intelligent Monitoring System (IMS)
2kg ABC hand held fire extinguisher ROPS and FOPS certification
Radio with USB, Bluetooth & MP3

12V, 60W auxiliary outlet

Slide-open window
Reading magazine rack
Interior light Reflective safety vests (x 2)

Retractable sun shades

1100-ER

EXTERIOR

Low horizontal drilling

Manual hydraulic oil filling pump

Tool box

bkg ABC hand held fire extinguisher

Auto thread lubricator

Tripple or single grouser track shoes

Tow hook

Chain feed system

1550-EDII

1200-EDII

1200-ED IV

1800-EDII

1450-EDI

DCR-20

1500-EDII

Top Hammer
PCR200  900-ESII  910-DSIl  1000-EDSII
Drifter model (Rotary PD200 HD709 HD709 HD709
head for DTH models)
Drifter power KW (HP) 4 (5.3 14.2 (19) 14.2 (19) 14.2 (19)
Operating weight kg 5,000 10,270 10,450 12,000
(Ibs) (14,753) (22,645) (23,042) (26,460)
Engine model and - CAT C7 CAT C7 CAT C7
emission level Stage 3 Stage 3 Stage 3
Engine power/speed KW/min-1 - 168/2,200 168/2,200 168/2,200
HP) (225) (225) (225)
Compressor free air me/min 16 required 6.1 5.4 6.1
delivery (CFM) (665) (215) (190) (215)
Dust collector (suction  m3/min - 20 20 20
capacity) (CFM) (706) (706) (7006)
Meax starter rod length ~ m (ft) 3.05 (10) 4.27 (14) 4.27 (14) 4.27 (14)
Max standard hole m 18 18 15 22
depth with starter rod (f) (59) (59) (49 (72)
Rod/tube size 32H, 38R, 32H, 38R, 32H,38R, 32H, 38R,
38H 38H, 46R  38H, 45R  38H, 46R
Bit diameter mm 64 - 89 64 - 89 64 - 89 64 - 89
(inch) (2.5-3.5) (2.5-3.5) (2.5-3.5) (2.5-3.5)
Drilling control Pneu Hydr Hydr Elec/Hydr

1100-ED  1100-ER
HD818 HD822
18 (24) 22 (29.5)
13,150 12,460
(28,996) (27,474)
Cummins Cummins
QSB6.7 QSB6.7
Stage 4 Stage 4
168/2,200  168/2,200
(225) (225)

6.1 7.8

(215) (275)

20 26

(706) (918)
4.27 (14) 4.27 (14)
22 22

(72) (72)

32H, 38R, 38R, 45R
45R

64 - 89 64 - 102
(2.5-3.5) (2.5 - 4)
Elec/Hydr  Elec/Hydr

1200-DSlII 1200-EDII

HD712 HD712

18.2 (24.4) 18.2 (24.4)

11,900 14,830

(26,240) (43,758)

CAT C7 Cummins

Stage 3 QSB6.7
Stage 3

168/2,200 179/2,500

(225) (240)

7. 7.8

(250) (275)

26 30

(918) (1,059

4.27 (14) 4.27 (14)

18 26

(59) (85)

45R 48R, 51R

76 -102 76 - 102

(3-4) (3-4)

Hydr Elec/Hydr

1200-EDIV
HDg822

22 (29.5)

13,680
(30,164)

Cummins,
QSB6.7
Stage 4

168/2,200
(225)

7.8
(275)

26
(918)

4.27 (14)

22
(72)

38R, 48R,
51R

64 - 102
(2.5 - 4)

Elec/Hydr

Top Hammer
1450-EDII  1500-EDII
HD826 HD715
26 (34.9) 23 (30.8)
15,250 17,170
(33,626) (37,860)
Cummins,  CAT C9
QSB6.7 Stage 3
Stage 4
194/2,500 261/2,200
(260) (350)

10 138
(353) 477)

30 40
(1,059) (1,413)
4.27 (14) 4.27 (14)
26 26

(85) (85)

45R, 51R 45R, 51R
76-1156 89 -127
(3-4.5) (3.5-5)
Elec/Hydr  Elec/Hydr

1550-EDI
HD828S

26 (34.9)

16,460
(36,288)

Cummins,
QSB6.7
Stage 4

194/2,500
(260)

10
(353)

40
(1,413)

5.48 (18)

30
(98)

45R, 51R,
60R (ST58)

76 - 127
(3-5)

Elec/Hydr

1800-ED
HD836

36 (47)

19,490
(42,975)

CAT C9
Stage 3

261/2,200
(350)

13.5
@rr)

40
(1,413)

5.48 (18)

34
(112)

60R (T60/
GT60)

89 -127
(3.5-5)

Elec/Hydr

1800-EDII

HD836

36 (47)

21,200
(46,7406)

CAT C9.3
Stage 4

261/2,200
(350)

13.5
4r7)

40
(1,413)

5.48 (18)

34
(112)

60R (T60/
GT60)

89 -127
(3.5-9)

Elec/Hydr

Dowmax
ME350

3.25 kNm

20,100
(44,320)

CAT C13
Stage 3

328/2,100
(440)

24.3
(858)

70
(2,472)

5(16)

44
(145)

76, 89, 102

89 - 165
(3.5-6.5)

Elec/Hydr

Dowmax
ME350

4.2 kKNm

26,500
(68,432)

CAT C13
Stage 4

328/2,000
(440)

24.3-27
(858 - 953)

75
(2,648)

6 (20)

44
(145)

76, 89, 102,
114,127

89 - 165
(3.5-6.5)

CANbus
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Furukawa Rock Drill Europe B.V.
Proostwetering 29
3543AB Utrecht

Tel.: +31-(0)30-2412277
Fax.: +31-(0)30-2412305
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